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SHAKTI HÖRMANN BECOMES
THE FIRST COMPANY IN INDIA TO BE 
GRANTED THE ISI MARK FOR FIRE DOORS

Fire Doors are complaint to NBC 2016 and 

100% Tested as per IS 3614 2021

ISI Marked Doors tested at CBRI Roorkee

Standard sizes for ease of selection

5 years warranty against manufacturing 

defects

Complete package of door and hardware 

in one box

Easy to handle, store and install 

Choice of RAL colors

IS 3614

CM/L- 6300100073

*



Insulated door
•   Exit staircase
•   Corridors

Uninsulated door
•   Utility door
•   Shafts
•   Others
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Wall Shutter Shutter

Wall Opening Width (WOW)

Frame Opening Width (FOW)

Clear Passage

Structural Opening Width

Clearance 5mm Clearance 5mm

Door Opening Width (DOW)

Net Door Width (NDW)

3mm

Face 40mm

3mm

Face 40mm

Anchor
Fire rated PUF infill

15mm plastering

Hinge

Back plate
Grooved EPDM seal

Frame

Fire rated Silicon sealant (both sides)

Honeycomb infill
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Undercut 9mm

Vertical Section

Wall Opening Width (WOW)

Frame Opening Width (FOW)

Door Opening Width (DOW)

Net Door Width (NDW)

Clear Passage

3mm

125

75

Wall Shutter Shutter

60mm
Back plate
Grooved EPDM seal

Frame

Anchor
Fire rated PUF infill

Fire rated Silicon sealant (both sides)

Intumescent seal

Mineral wool infill
(120 kg/m3 density)

15mm plastering

Face 40mm

Structural Opening Width

3mm

Face 40mm

Clearance 5mm Clearance 5mm

Hinge

Horizontal Section
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Insulated
Fire Doors

120 min. Integrity, 30 min. Insulation 

FD120

Galvanised steel

60 mm

125 x 75 mm

15 mm

Grooved

Mitered

Mineral wool

9 mm

1.2/1.2 mm

Material

Shutter

Profile

Frame stop

Profile type

Assembly

Infil

Undercut

Sheet thickness

Fire Rated Insulated Door with Panic Device

Fire Rated Insulated Door with Mortise Sash Lock

Hardware set - C9 (2100)

Material Description Finish

Ball bearing butt hinge, SS304, of size
100 x 75 x 3 mm with screws in SSS - Hörmann

Single point surface panic latch XDL5760SV,
Silver finish - Hörmann

External lever handle, 1185, with locking
arrangement, Silver finish - Hörmann

Surface door closer 9903 with standard arm,
Silver finish - Ryobi

Clear fire rated glass, 6 mm,
for 120 min (200 x 300 mm)

Gasket for glass fixing, Fire rated
4 mm thick x 13 mm, Black

Fire door intumescent seal H1515, of size
15x1.5 mm, self-adhesive, Black colour

Fire and smoke seal C421, Black - Hörmann

SSS

Silver

Silver

Silver

N/A

N/A

Black

Black

* Hardware set - C10 for 2400 mm height
(Refer Order Form)

W
O

H

WOW

FFL

Hardware set - A9 (2100)

Material Description Finish

Ball bearing butt hinge, SS304, of size 100 x 75 x 3 mm
with screws in SSS - Hörmann

Mortise sash lock, H11, 55 mm BS, 20 mm sq.
forend, SSS - Hörmann/Geze

Euro profile 5 pin cylinder , 80 mm Key x Key,
NP finish. - Hörmann

Surface door closer 9903 with standard arm,
Silver finish - Ryobi

Clear fire rated glass, 6 mm,
for 120 min (200 x 300 mm)

Fire door intumescent seal H1515, of size 15x1.5 mm,
self-adhesive, Black colour

Fire and smoke seal C421, Black - Hörmann

SSS

SSS

NP

Silver

N/A

N/A

Black

Black

* Hardware set - A10 for 2400 mm height
(Refer Order Form)

W
O

H

WOW

FFL

Narrow profile lever handle  LT101 with ovel rose
and escutcheon satin finish - Hörmann SSS

Gasket for glass fixing, Fire rated
4 mm thick x 13 mm, Black

6 mm Narrow profile escutcheon Hörmann SSS SSS

WOW - Wall Opening Width

WOH - Wall Opening Height

FFL - Finished Floor Level

IS 3614

CM/L- 6300100073

mm

mm
mm

mm
mm

Material

Shutter

Profile

Frame stop

Profile type

Assembly

Infil

Undercut

Sheet thickness

FD120

IS 3614

CM/L- 6300100073

Galvanised steel

46 mm

125 x 55 mm

15 mm

Grooved

Mitered

Honeycomb

9 mm

1.2/1.2 mm

Uninsulated
Fire Doors

120 min. Integrity only
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FFL

Fire Rated Un-insulated Door with Panic Device

WOW - Wall Opening Width

WOH - Wall Opening Height

FFL - Finished Floor Level

Hardware set - C1 (2100)

Material Description Finish

Ball bearing butt hinge, SS304, of size 100 x 75 x 3 mm
with screws in SSS - Hörmann

Single point surface panic latch XDL5760SV,
Silver finish - Hörmann

External lever handle, 1185, with locking arrangement,
Silver finish - Hörmann

Gasket for glass fixing, Fire rated 4 mm
thick x 13 mm, Black

Fire and smoke seal C421, Black - Hörmann

SSS

Silver

Silver

Black

Black

* Hardware set - C2 for 2400 mm height
(Refer Order Form)

Clear fire rated glass, 6 mm, for 120 min
(200 x 300 mm) N/A

Surface door closer 9903 with standard arm,
Silver finish - Ryobi Silver

mm

mm
mm

mm
mm



IS 3614

CM/L- 6300100073

Galvanised steel

46 mm

125 x 55 mm

15 mm

Grooved

Mitered

Honeycomb

9 mm

1.2/1.2 mm

Material

Shutter

Profile

Frame stop

Profile type

Assembly

Infil

Undercut

Sheet thickness

FD120

120 min. Integrity only

W
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WOW

FFL

Fire Rated Un-insulated Door with Mortise Sash Lock

Hardware set - B1 (2100)

Material Description Finish

Ball bearing butt hinge, SS304, of size 100 x 75 x 3 mm
with screws in SSS - Hörmann

Mortise dead lock, inc strike H4, 55mm BS,
20 mm sq.forend SSS finish - Hörmann / Geze

Euro profile 5 pin cylinder  5702, 70 mm Key x Key,
NP finish. - Hörmann

Clear fire rated glass, 6 mm, for 120 min
(200 x 300 mm)

Fire and smoke seal C421, Black - Hörmann

SSS

SSS

NP

N/A

* Hardware set - B2 for 2400 mm height
(Refer Order Form)

W
O

H

WOW

FFL

Surface door closer 9903 with standard arm,
Silver finish - Ryobi

Gasket for glass fixing, Fire rated
4 mm thick x 13 mm, Black

Pull handle D type, 22 dia, CTC 300 mm, back to back,
with extended spindle, SS 304, SSS Finish - Hörmann SSS

Silver

Black

Black

Fire Rated Un-insulated Door with Mortise Dead Lock

mm

WOW - Wall Opening Width

WOH - Wall Opening Height

FFL - Finished Floor Level

Uninsulated
Fire Doors

mm
mm

mm
mm

Hardware set - A1 (2100)

Material Description Finish

Ball bearing butt hinge, SS304, of size 100 x 75 x 3 mm
with screws in SSS - Hörmann

Mortise sash lock, H11, 55 mm BS, 20 mm sq. forend,
SSS - Hörmann/Geze

Euro profile 5 pin cylinder  5702, 70 mm Key x Key,
NP finish. - Hörmann

Clear fire rated glass, 6 mm, for 120 min
(200 x 300 mm)

Gasket for glass fixing, Fire rated
4 mm thick x 13 mm, Black

SSS

SSS

NP

N/A

* Hardware set - A2 for 2400 mm height
(Refer Order Form)

Surface door closer 9903 with standard arm,
Silver finish - Ryobi Silver

Fire and smoke seal C421, Black - Hörmann

Lever handle LT 001, 19 Dia with roses & escutcheion,
SS 304, SSS finish. - Hörmann

SSS

Black

Black

Multipurpose
Doors

Galvanised steel

46 mm

125 x 55 mm

15 mm

Grooved

Mitered

Honeycomb

9 mm

1.2/0.8 mm

Material

Shutter

Profile

Frame stop

Profile type

Assembly

Infil

Undercut

Sheet thickness

Non-Fire rated door

Hardware set - A3 (2100)

Material Description Finish

Ball bearing butt hinge, SS304, of size 100 x 75 x 3 mm
with screws in SSS - Hörmann

Mortise sash lock, H11, 55 mm BS, 20 mm sq. forend,
SSS - Hörmann/Geze

Euro profile 5 pin cylinder  5702, 70 mm Key x Key,
NP finish. - Hörmann

SSS

SSS

NP

Grey

Black

* Hardware set - A4 for 2400 mm height
(Refer Order Form)

W
O

H

WOW

FFL

Clear non fire rated toughened glass,
5 mm thick (200 x 300 mm) N/A

Non-fire rated seal for grooved frame profile
C420 PVC Grey - Hörmann

Foam tape for glass fixing, single adhesive
4 mm thick x 12.5 mm, Black

Lever handle LT 001, 19 Dia with roses & escutcheion,
SS 304, SSS finish. - Hörmann SSS

Multipurpose Door with Mortise Sash Lock

Multipurpose Door with Mortise Dead Lock

Hardware set - B3 (2100)

Material Description Finish

Mortise dead lock, inc strike H4, 55mm BS,
20 mm sq.forend SSS finish - Hörmann / Geze

Euro profile 5 pin cylinder  5702,
70 mm Key x Key, NP finish. - Hörmann

Non-fire rated seal for grooved frame profile
C420 PVC Grey - Hörmann

SSS

SSS

NP

Black

* Hardware set - B4 for 2400 mm height
(Refer Order Form)

W
O

H

WOW

FFL

Clear non fire rated toughened glass,
5 mm thick (200 x 300 mm)

Foam tape for glass fixing, single adhesive
4 mm thick x 12.5 mm, Black

Pull handle D type, 22 dia, CTC 300 mm, back to back,
with extended spindle, SS 304, SSS Finish - Hörmann SSS

Ball bearing butt hinge, SS304, of size
100 x 75 x 3 mm with screws in SSS - Hörmann

N/A

Grey

WOW - Wall Opening Width

WOH - Wall Opening Height

FFL - Finished Floor Level

mm

mm
mm

mm
mm



Narrow Lever Handle LT101 Oval Escutcheon

Ryobi Door closer

Stainless Steel Ball Bearing
Butt Hinge 100 x 75 x 3 mm

Mortise Sashlock H11
BS 55 mm

Panic Device XDL 5760 SV
Single Point

(mm)
FDIN - Fire door Insulated
FD - Fire door Uninsulated 
MPD - General door

Hardware sets

Panic device

Mortise Sash lock

Mortise Dead lock

FDIN

2100 2400

C9 C10

A9 A10

x x

FD

2100 2400

C1 C2

A1 A2

B1 B2

MPD

2100 2400

x x

A3 A4

B3 B4

01 - RAL 3020 Traffic Red
02 - RAL 9001 Cream White 
06 - RAL 7040 Window Grey

all panic device handing will be either LHR/RHR

FDIN-1224-C10-01-14-RAL Code & the quantity

FDIN1224C1001 RAL Code
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RESIDENTIAL DOORS I COMMERCIAL DOORS I INDUSTRIAL DOORS LOADING BAY TECHNOLOGY I PERIMETER CONTROL SYSTEMS

Hyderabad Plant, India Jaipur Plant, India

H.No.2-67/1, Gagillapur, Dundigal Municipality,
Medchal (Malkajgiri) District – 500 043.
Telangana, India

+91 81422 36677
An ISO 9001:2015, ISO 14001:2015 and

ISO 45001:2018 certified company


